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cybermed T10
Medical Grade Windows Tablet

Display • 9.7-inch 4:3 format (1024x768) Webcam • 2x 2.0 Megapixel Camera (Front & Rear-Facing) 

CPU Support • Intel Atom Cedarview Mobile Processor N2600 Power Input • 1x DC-19V 2.1A. Input: AC 100-240V, 1.5A 50-60Hz

I/O Ports • 2x USB 2.0 ports
• 1x 10/100/1000 Fast Ethernet LAN
• 1x Audio Jack (Line-Out & Mic)
• 1x HDMI Connector
• 1x Docking station port for battery charging and file

transfer only

Chipset • Cedarview Mobile Chipset, Intel NM10 Express
Chipset (Tiger Point) 

Power Supply • 50W Medical Grade Universal AC Adapter
100~240VAC, 50~60Hz. Output 19V DC, 2.1A, ES6.0

Memory • 1 x DDR3 SO-DIMM sockets, populated with 4GB 
• Supports data transfer rates of 1066MHz for DDR3
• Supports only un-buffered non-ECC DDR3 DIMMs

HDD Support • Integrated Serial ATA controller facilitates high-
speed transfers at up to 3Gbps. Supports SSD
module standard 64GB up to 128GB.

Operating System • Windows 8, Windows 7 Weight • 1.74 lbs (2.03 lbs with Battery)

Video & Graphics • Intel HD Graphics 
• Supports built-in Dual/Multi-Monitor displays using

an HDMI connector

Audio • Realtek ALC 269 High Definition Audio integrates a
2+2 channel DAC, one 4-channel ADC, and a Class D
Speaker Amplifier. 2x built-in 1 watt stereo speakers
with two audio jacks for Audio Out and Microphone. 

Networking • 1x 10/100/1000MB Fast Ethernet, using Realtek
RTL8111E

Carton 
Dimensions 

• 11.81” x 11.22” x 3.15” (L, W, D) 

Bios • AMI Flash BIOS supports ACPI, API, DMI, Plug & Play, 
and security password. Supports booting from HDD, 
PXE, LAN, and USB device. AMI BIOS System POST
and BIOS setup password protection. TPM version
1.2 support.

Accessories • Docking Station: with DC-in for charging battery, RJ-
45 connector, two USB 2.0 ports

• Handle: Removable and re-attachable at the top. 
• Wall Mount: Supports standard VESA mount size of 

75 x 75mm and 100 x 100 mm

Environment • Ambient Temperature: 0°C ~ 40°C (operating) Relative Humidity • 10% ~ 90% (non-condensing)

Touch Screen • 10-Point Input, Capacitive Multi-Touch Dimensions • 9.96” x 7.60” x 0.63” (L, W, D)

Wireless • 1x Mini PCIe Wireless a/b/g/n + Bluetooth (Intel
N6230) 

Certifications • FCC Class B, CE, ROHS,WEEE,UL60601, ES5.2,
EN60601-1, UL, IP65 Front Bezel, IPX1 Back Cover

Software • G sensor suppot, rotation function Colors • White with Antimicrobial Germ Protection

Battery • 4 Cell 3400mAh Battery with 1 year warranty  

Optional Features • 1x 2D Internal Barcode scanner with on/off button;
standby time up to 120 seconds 

• 13.56 MHZ RFID-Reader (Mifare 14443A) /RFID-RW
(14443A, 14443B,15693)

• Protective Rugged Case: Removable and re-attachable
at the four corners of the system.


